SPECIFICATIONS

OIL FIRED HIGH PRESSURE WASHERS

MODEL 213AX4 120AX4 216AX4 311AX4 320AX4 216X4 311X4 320X4 324X4 330X4 418X4 420X4
Capacity* 2.0 GPM 1.5 GPM 2.0 GPM 3.0 GPM 3.0 GPM 2.0 GPM 3.0 GPM 3.0 GPM 3.0 GPM 3.0 GPM 4.0 GPM 3.7 GPM
Pressure* 1300 PSI 2000 PSI 1600 PSI 1100 PSI 2000 PSI 1600 PSI 1100 PSI 2000 PSI 2400 PSI 3000 PSI 1800 PSI 2000 PSI
Pump Triplex, Oil Bath, | Triplex, Oil Bath, | Triplex, il Bath, | Triplex, Oil Bath,- Triplex, Oil Bath, | Triplex, Oil Bath, | Triplex, Ol Bath, | Triplex, Gil Bath, | Triplex, Oil Bath, | Triplex, Oil Bath, | Triplex, Oil Bath, Triplex, Oil Bath,
Direct Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive
o 23HR 115V, | 2.3HP 115V, 23HP 115V, 23HP 115, 4HP 230V, 23HR 115V, | 23HP115V, 4HP 230V, 5HP 230V, 6 HP 230V, 5HP 230V, 5HP 230V,
Motor/Voltage 1PH Fusefor | 1PH, Fusefor | 1PH Fusefor | 1PH Fusefor | 1PH Fusefor | 1PH, Fusefor | 1PH,Fusefor | 1 PH, Fuse for | 1PH, Fusefor | 1PH, Fusefor | 1PH, Fusefor | 1PH, Fuse for
20 Amp. 20 Amp. 20 Amp. 20 Amp. 20 Amp. 20 Amp. 20 Amp. 20 Amp. 30 Amp. 20 Amp. 30 Amp. 30 Amp.

Coil (Steel Pipe)

spiral heating section

Cold water wrap, | 95" Schedule 40 | 95', Schedule 40 | 95, Schedule 40 | 95/, Schedule 40 | 95" Schedule 40 | 126", Schedule 40| 126", Schedule 40 126, Schedule 40 | 126, Schedule 80 | 126", Schedule 80

158’, Schedule 40

126', Schedule 40

atomizing, auto 175,000 BTU, | 133,000 87U, | 175,000 BU,

Burner, Pressure Kero, or #1 Diesel, {Kero, or #1 Diesel, | Kero, or #1 Diesel, | Kero, or #1 Diesel,|Kero, or #1 Diesel, (Kero, or #1 Diesel, | Kero, or #1 Diesel, | Kero, or #1 Diesel, | Kero, or #1 Diesel, [Kero, or #1 Diesel,

Kero, or #1 Diesel,

Kero, or #1 Diesel,

Gallonages and pressure may be less

6HP 230V, 8HP 230V, 6HP 230V, 8HP 230V, 10HP 230V, | 10HP 230V, :
Motor/Voltage** 1PH, Fusefor | 1PH, Fusefor | 1PH Fusefor | 1PH Fusefor | 3PH, Fusefor | 1PH, Fuse for on 3 phase current
30 Amp. 40 Amp. 30 Amp. 30 Amp. 20 Amp. 50 Amp.

Coil (Steel Pipe)

spiral heating section

Xireme models same specifications plus

Cold water wrap, | 158’, Schedule 80 | 158", Schedule 80 | 158/, Schedule 40 | 158", Schedule 80 158", Schedule 80 | 158", Schedule 80  Schedule 80 coils, Hi-Limit Control, Fuel

Solenoid and Stainless Steel Coil Wrappers

Burner, Pressure | Kero, or #1 Diesel, |Kero, or #1 Diesel, | Kero, or #1 Diesel, |Kero, or #1 Diesel, |Kero, o #1 Diesel, Kero, or #1 Diesel,{ ~ (X4X models).

afomizing, auto 385,000 BTU, | 385,000BTU, | 540,000BTU, | 540,000 BTU, | 540,000 BTU, ,000 BTU,
iginition, fUEl 2.75 GPH 2.75 GPH 3.85 GPH 3.85 GPH 3.85 GPH 3.85 GPH
consumption
Fuel Tank Plostic, 8 Gal. | Plastic, 8 Gal. Plostic, 8 Gal. | Plastic, 8 Gal. | Plastic 8 Gal. | Plastic, 8 Gal.
- : - - - = ENGLISH TO METRIC CONVERSION CHART
Temp. Control Optional Optional Optional Optional Optiondl Optionl ] guIIon/ minute = 3.78 liters/minute
Gorical Precise Metered | Precise Metered | Precise Metered | Precise Metered | Precise Metered | Precise Mefered I horsepower e 746 V:G"S
100 PSI = 7.03 Kg/em

Float Tank Stainless Steel | Stainless Steel |  Stainless Steel | Stainless Steel | Stainless Steel | Stainless Steel 1 fOO' = .3048 meters
St gty 120 6PH 120 6PH 150 GPH 150 GPH 150 GPH 150 6PH 1 inch = 2.54 centimeters
(Optional :
o L5 L5 L5 L5 L 58 L5 1 pound = 45359 kilograms
Dimensions W-32 w3y W-32" W-3 W-32 W37

H- 49" H- 49" H- 49" H-49" H- 49" H- 49"
Shipping Weight 715 b. 75k 665 Ib. 725 |b. 730 Ib. 730 Ib.

OLD VALUES. NEW IDEAS.

o ) 273,000 BTU, 273,000 BTU, 273,000 BTU, , ! 350,000 BTU,
iginition, .uel 1.25 GPH .95 GPH 1.25 GPH 1.25 GPH 1.25 GPH 1.25 GPH 1.95 GPH 1.95 GPH 1.95 GPH 1.95 GPH 2.75 GPH 2.50 GPH
consumption
Fuel Tank Plostic, 4.5 Gal. | Plastic, 4.5 Gal. | Plostic, 4.5 Gal. | Plostic, 4.5 Gal. | Plastic, 4.5 Gal. | Plostic, 8 Gal. | Plastic, 8 Gal. Plostic, 8 Gal. | Plastic, 8 Gal. | Plastic, 8 Gal. | Plastic, 8 Gal. | Plastic, 8 Gal.
Stack Size 8" 8 8" 8 8" g 8 8 8 8 8
Temp. Control Standard Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional
Chenscal lovll Pressure | Precise Metered | Precise Metered | Precise Mefered | Precise Metered | Precise Metered | Precise Metered | Precise Metered | Precise Metered | Precise Metered | Precise Mefered | Precise Metered
njector

Float Tonk N/A Plastic Plastic Plastic Plastic Stainless Steel | Stainless Steel | Stainless Steel | Stainless Steel | Stainless Steel | Stainless Steel | Stainless Steel
(S(')ﬁmnﬁ;mdw N/A N/A N/A N/A 60 GPH 90 GPH 90 GPH 90 GPH 90 GPH 120 GPH 120 GPH

e L-40" L - 40" L- 40" L-40" L-40" L- 46" L-46" L-46" L-46" L- 46" L- 54" L- 46"
Dimensions W-27" w-27" w-27" w-27" w-27" Ww-31" w-31" w-31" w-31" w-31" w-32" w-31"

H-40" H- 40" H- 40" H- 40" H-40" H-49" H-49" H-49" H-49" H-49" H-49" H-49"
Shipping Weight 400 |b. 420 Ib. 420 Ib. 420 Ib. 420 Ib. 535 b. 535 Ib. 535 Ib. 535 Ib. 545 Ib. 400 Ib. 545 Ib.
530X4 530X4 . i
MODEL 4234 4304 5184 523X4 3 Phase 1 Phase !lole. Al 115 volt units have ground fault
interrupters standard.

Capacty” 406oM 406P 50 6PM 506PM 50 6PM SOEM | golsnages o pressuro moy vary* 5%
Pressure™ 2300 PSI 3000 PSI 1800 PSI 2300 PSI 3000 PSI 3000 Ps| due to manufacturing tolerances
b Tile, O Bath, | Tripex, O Bath, | Tilo, O Bath, | Trle, Ol Bath, | Tipkex, O Bath, | Tiplex, O Bath, | -comPomers

'ump riplex, Oil Bath, | Triplex, Oil Bath, | Triplex, Oil Batn, | Triplex, Oil Bath, | Triplex, Oil Bath, | Triplex, Oil Bath, | e .

Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Belt Drive Special voltages on request.




